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Technical Data Sheet                               June 2008
Sound Protection Hood for PKL              No. 4264E

 
 

 

            
 
 
Sound protection hoods for interval impactors of the series PKL are intended to
reduce the sound effectively. To reduce the sound effectively, the impacted plates have
also be insulated (eg thermal insulation). 
 
The lining consists of acoustic enclosures

1.  one noise-absorbent mat and
2.  one absorption foam mat. 

 
Operating temperature:   max. 100°C (HT version on request). 
Material:   Stainless steel sheet, galvanized steel

or aluminum sheet.
Dimensions: 

Galvanized steel
sheet

Aluminum sheet Stainless steel

Sound protection hood L 
[mm] 

B 
[mm] 

H 
[mm] Part No. Weight

[kg] 
Part No. Weight

[kg] 
Part No. Weight

[kg] 
für PKL 150 221 161 284 83615082 2,5 83615099 0,9 83615088 2,7 
für PKL 170 323 164 454 83617004 4,9 83617029 1,7 83617034 4,9 
für PKL 200 403 240 484 83620033 7,0 83620032 2,4 83620036 7,0 
für PKL 220 LK 170 233 233 494 83622029 3,1 83622030 1,1 83622031 3,1 
für PKL 220 LK 200 233 233 494 83622059 3,1 83622060 1,1 83622061 3,1 
 

 
 
 




